TEORETSKI PROFIL ISKOPA
THEORETICAL EXCAVATION PROFILE

TANKA IZRAVNAVAJUCA OBLOGA
IZ MLAZNOG BETONA, 3-5 cm

SHOTCRETE BACKING FOR
WATERPROOFING MEMBRANE, 3-5 cm

[ZOLACIJSKI SLOJ
WATERPROOFING MEMBRANE

MLAZNI BETON
SHOTCRETE

UNUTRASNJA OBLOGA,
di=min.30 cm
INNER LINING, di=30 cm

ZAPTIVNA TRAKA .
SEALING STRIP g

DRENAZNI BETON
POROUS CONCRETE

UDUZNA DRENAZA
DREINAGE

IZRAVNAVAJUCI MALTER
MORTAR

TEMELJ NN
ABUTMENT

UZEMLJENJE

EARTHING
POPUNJAVAJUCI BETON
LEAN CONCRETE

PODNOZNI SVOD
INVERT CONCRETE

KARAKTERISTICKI POPRECNI PRESEK PRECNIKA IP

BETON U TALNOM OBOKU
M 1:50

CHARACTERISTIC CROSS SECTION FOR IP
CONCRETE INVERT
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~BETONSKI ZASTOR, 42 cm:
~POPUNJAVAJUCI BETON, 43 cm
~BETON U PODNOZNOM SVODU, >50 cm

~CONCRETE PAVEMENT, 42 cm:
~LEAN CONCRETE, 43 cm
—INVERT CONCRETE, >50 cm
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KARAKTERISTICKI POPRECNI PRESEK PRECNIKA PP
BETON U TALNOM OBOKU

TEORETSKI PROFIL ISKOPA

THEORETICAL EXCAVATION PROFILE
MLAZNI BETON

SHOTCRETE

TANKA IZRAVNAVAJUCA OBLOGA
IZ MLAZNOG BETONA, 3-5 cm

SHOTCRETE BACKING FOR
WATERPROOFING MEMBRANE, 3-5 cm

[ZOLACISKI SLOJ

WATERPROOFING MEMBRANE
UNUTRASNJA OBLOGA, di=min.30 cm

INNER LINING, di=30 cm

KABELSKA KANALIZACIJA
NN+SN ili CEVI NA POLICAMA

CABLE DUCT

PREFABRIKOVAN AB POKLOPAC
PRECAST SLAB

ZAPTIWNA TRAKA
SEALING STRIP

DRENAZNI BETON

M 1:50

CHARACTERISTIC CROSS SECTION FOR PP
CONCRETE INVERT

M 1:50
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POROUS CONCRETE

UDUZNA DRENAZA
DREINAGE

IZRAVNAVAJUCI MALTER
MORTAR

TEMELY

ABUTMENT

UZEMLJENJE
EARTIHNG

PODNOZNI SVOD
INVERT CONCRETE
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KINETA ZA POZARNO VODQO

~BETONSKI ZASTOR, 42 cm:
-POPUNJAVAJUCI BETON, 33 cm
-BETON U PODNOZNOM SVODU, 50 cm

~CONCRETE PAVEMENT, 42 cm:
~LEAN CONCRETE, 43 cm
—INVERT CONCRETE, >50 cm

DUCT FOR WATER LINE

br./no.| promena/change

datum/date

ime/name

ﬁdijent/client:

‘ JABHO MPEAY3ERE
y=— NYTEBU CPEUJE

naslov/title:

SRSDD Standardni crtezi putnih detalja u Republici Srbiji
SRSDD Serbian road standard detail drawings

crtez/drawing:

Karakteristi¢ni poprecni presek pre¢nika IP, PP
Characteristic cross sction of IP, PP

razmera/scale:1:50 | datum/date:

A

30.04.2012

strana/page:

7.6

> |




